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Modular Automated
Radionuclide Separator

Applications Features



Specifications

NI board 

Type

Form pact

Slot

Interface

Dimension 

Weight 

THOMAS Peristaltic Pump Pump

Model

Dimension 

FSV6W valve

Type

Material 

Operation Voltage 

Response Time 

FASV2W

Type

Material

Operation Voltage

Response Time 

FDV3W

Type

Material

Operation Voltage 

Response Time

Silicone tube

Dimension 

Dimension 

Material 

DC Power Supply

Output A 

Output V 

Accuracy 

Input Power Panel

cDAQ-9174     

CompactDAQ chassis 

4

USB 2.0 Hi-speed 

159(W) × 88.1(D) × 58.9(H)mm 

574 g

SR25 with Stepping Moter

16 mm x 16 mm

6 X 2w NC

Teflon

12 to 24 VDC

5 to 20 ms

2w Normally Closed

Teflon

24 VDC

20 ms MAX

2w Normally Closed

Teflon

24 VDC

20 ms MAX

Ø 00 mm 

Silicone 

15A 

DC 100V

V.A ±1%

Total A-meter, Operating Time 부착



Glass Column  Elution Holder

Material 

Dimension 

Elution Holder

Capacity 

Dimension 

Material 

Used software and Computer 

Operating System (OS)

Teflon 

00(W) × 00(H) × 50(H)mm

20 hole

200(W) × 50(D) × 50(H)mm

acrylic

Window 

 software 

MiniPC GIGA byte GB-BSi5H-6200

 24NB77PR IPS  61cm(24 ) AH-IPS 

(  1920x1080)

Configuration


